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RZ 
Medizintechnik 
GmbH

Line of vision forwards forwards
Field of vision 140º 140º
Depth of focus 7-200 mm 7-200 mm
Illumination 2 light guides 2 light guides
Image mode full-screen-format full-screen-format
Ø Insertion tube 9.8 mm 12.9 mm
Ø Distal end 10.5 mm 13.2 mm
Ø Instrument channel 2.8 mm 3.7 mm
max. angulation up/down 200º/90º 180º/180º
max. angulation left/right 90º/90º 160º/160º
Length of insertions section 105 cm 150 cm

 311-500-100 311-500-200
 VIDEO-GASTROSCOPE VIDEO-COLONOSCOPE

Type of lamp Halogen lamps specifically. Xenophot 64634 HLX
Output 15 volt/150 Watt
Lamp geometry Integrated ellipsoid reflector
Colour temperature Up to 2700º Kelvin
Heat protection filter IR 3 ( Opt. KG/UV-filter
Lamp life 50 hours average at 30/15 min on/off
Power supply 230 VAC and 115 VAC; 50/60 Hz
Power consumption 250 Watt
Pump: type/pressure Conrod membrane/0,6 bar
dimensions (W x H x D) 26 x 11 x 29 cm
weight approx 9 kg
Housing All metal, powder coated
Protection Class IPX 1/IEC 529
Operating temperature + 10°C to +40°C
Storage -20°C to +45°C
Permissible relative humidity 85%
Noise suppression N
Degree of prot./Device group Medical Devices Act (MPG) Group IIa
Classifikation Type BF (card. floating)
Elektrical protection class 1/TÜV tested
CE-mark 93/42/EEC Kl. IIa

 311-500-300
 VIDEOPROZESSOR

311-500-240 
Trolley

310-023-180 S 1800 mm working length
310-023-230 S 2300 mm working length
DISPOFLEXx PREMIUM CLASS 
Biopsy Forceps without pike 2.3 mm Ø

310-123-180 S 1800 mm working length
310-123-230 S 2300 mm working length
DISPOFLEXx STANDARD 
Biopsy Forceps without pike 2.3 mm Ø

310-223-180 S 1800 mm working length
310-223-230 S 2300 mm working length
DISPOFLEXx STANDARD 
Biopsy Forceps with pike 2.3 mm Ø

Highest working comfort 
Special: Up to 200° turnable for an incomparably large 
navigation and range of vision. The ergonomical optimized 
control body and optimal positioned remote controlling 
keys ensure particularly sensitive and easy handling.
Easy instrument passage is ensured also when turning 
the endoscope completely.

The RZ distal end has a spezial wide-angle lens with an image angle 
   of 140° and a focus range of 4 to 200 mm, connected to a video chip 
     with over 440 000 active pixels. Two light guides with 140° light 
       emission create an evenly illuminated image.
     The high-perfomance lens, the video chip and the light guides 
    produce a high-resolution complete image with sharpness and 
brightness that reaches into corners of the monitor.






